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SECTION 09 29 00
Gypsum Board Accessories
[Specifier Notes]: This section may be used to assist the specifier in inserting the proper product language for gypsum board accessories and vinyl corner beads into the overall section “09 29 00 Gypsum Board”. It may also be modified to be a standalone specification.
GENERAL
SECTION INCLUDES
Gypsum Board Accessories.
Standard Vinyl Corner Beads.
Commercial Vinyl Corner Beads.
Corner Protection.
RELATED SECTIONS
[Specifier Notes]: Remove sections not required under project scope of work.
[bookmark: _Hlk32847338]Section 07 95 00 – Expansion Control.
Section 10 26 13 – Corner Guards.
SUBMITTALS
Submit under provisions of Section 01 30 00.
Product Data: 
Substrate preparation instructions and recommendations.
Installation means and methods.
Recommendations and requirements for proper storage and handling.
Cleaning methods.
Samples: For each product and accessory specified, two samples, 9 inches (220 mm) in length, representing actual trim products and accessories specified.
Specifier Notes – Retain the following paragraph and sub paragraphs as required to meet project sustainable design requirements.
Sustainable Design Submittals:
Specifier Notes - Retain subparagraph below to require minimum recycled content for LEED 2009 Materials and Resources Credit 2 - "Recycled Content." Trim-Tex products are manufactured with more than 50% post-industrial recycled products. 80% of their raw materials are gathered from within 500 miles of plant.
Product Data: For recycled content, indicating postconsumer and pre-consumer recycled content and cost.
Specifier Notes – Retain subparagraph below to require regional and local materials for LEED 2009, Materials and Resources Credit 5, "Regional Materials." Retain only if project is within 500 miles of Trim-Tex manufacturing plant in Lincolnwood IL. 
Product Certificates: For regional materials, indicating location of material manufacturer and point of extraction, harvest, or recovery for each raw material. Include distance to Project and cost for each regional material.
Warranty Information:
Submit confirmation and details of manufacturer’s warranty, extended warranty, and replacement policies.
QUALITY ASSURANCE
Installer Qualifications: An entity that employs installers and supervisors who are trained and approved by manufacturer of gypsum board trim and accessories.
Mockups: Build mockups to set quality standards for materials and execution.
Provide completely assembled, typical wall installed with related accessories, in composite configurations designed to fulfill the performance criteria, and representative of the design as shown on the Drawings.
Do not proceed with remaining work until workmanship is approved by Architect. 
Approval of mockups does not constitute approval of deviations from the Contract Documents contained in mockups unless Architect specifically approves such deviations in writing.
Mock-up area may become part of finished work if undisturbed at time of substantial completion.
DELIVERY, STORAGE AND HANDLING
Deliver, store and handle materials and products in strict compliance with manufacturer's instructions and recommendations and industry standards.
Store in covered area away from direct sunlight.
Stack boxes flat to prevent sagging.
Store materials in manufacturer's original sealed, labeled packaging.
PROJECT CONDITIONS
Maintain environmental conditions (temperature, humidity and ventilation) within limits recommended by manufacturer for optimum results. Do not install products under environmental conditions outside manufacturer's recommended limits.
WARRANTY
Manufacturer shall provide materials free from defects in material and workmanship when installed in accordance with manufacturer’s written instructions.
Warranty Period: One (1) year from date of shipment from manufacturer’s facility.
Products
MANUFACTURERS
[Specifier Notes] – Retain the following Paragraph if this document is a PROPRIETARY Specification, with Avigilon’s products listed as the Basis of Design. Delete if not required.
Basis of Design Manufacturer: Trim-Tex Inc.
Address: 3700 W. Pratt Ave.; Lincolnwood, IL 60712-2508.
Phone: (800) 874-2333.
Fax: (800)644-0216.
Website: https://trim-tex.com.
Email: keilz@trim-tex.com.
[Specifier Notes] – Retain the following Paragraph if this document is written as a PERFORMANCE specification, without listing a manufacturer as a basis of design. Insert manufacturers that sell products comparable to those specified in this section. Delete if not required.
Manufacturer List: 
Manufacturer:
Substitution Limitations:
Submit substitution requests in accordance with provisions of Section 01 60 00.
Single manufacturer will provide, from a single source, gypsum board trim and accessories.
PERFORMANCE REQUIREMENTS
Physical Performance: Provide gypsum board trim that is tested and labelled in accordance with ASTM C1047 by a qualified testing agency acceptable to authorities having jurisdiction.
Color Consistency: Provide products that meet the requirements of SAE J1545 with a color difference of no greater than 1.0 Hunter Units (HUs).
Fire Spread: Class A when testing in accordance with ASTM E-84.
VINYL CORNER BEADS FOR GYPSUM BOARD 
Rigid Corner Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Rigid Low-Profile Corner Bead" see https://www.trim-tex.com/products/overview/corner-beads/standard-corner-beads/rigid-low-profile-corner-bead-archway/.
Basis of Design Product: Rigid Low-Profile Corner Bead, by Trim-Tex Inc.
Angle: 90 Degree Outside.
Size: 1-3/8 inch by 1-3/8 inch (34.925 mm by 34.925 mm).
[Specifier Notes] – Retain one of the three following subparagraphs.
Length: 8 feet (2438 mm).
Length: 9 feet (2743 mm).
Length: 10 feet (3048 mm).
Rigid Corner Bead for Archway
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Rigid Low-Profile Archway" see https://www.trim-tex.com/products/overview/corner-beads/standard-corner-beads/rigid-low-profile-corner-bead-archway/.
Basis of Design Product: Rigid Low-Profile Archway, by Trim-Tex Inc.
Angle: 90 Degree Outside.
Size: 1-3/8 inch by 1-3/8 inch (34.925 mm by 34.925 mm).
Length: 10 feet (3048 mm).
Archway Radius: From 10 inches (254 mm) inside to 22 inches (559 mm) outside.
Rigid Corner Bead Closed Angle
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Rigid Low Profile Closed Angle" see Rigid Low-Profile Corner Bead.
Basis of Design Product: Rigid Low Profile Closed Angle, by Trim-Tex Inc.
Angle: 81 Degree Outside.
Size: 1-3/8 inch by 1-3/8 inch (34.925 mm by 34.925 mm).
[Specifier Notes] – Retain one of the three following subparagraphs.
Length: 8 feet (2438 mm).
Length: 9 feet (2743 mm).
Length: 10 feet (3048 mm).
Large Rigid Corner Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Rigid Jumbo Low Profile" see https://www.trim-tex.com/products/overview/corner-beads/standard-corner-beads/rigid-jumbo-low-profile-archway/.
Basis of Design Product: Rigid Jumbo Low Profile, by Trim-Tex Inc.
Angle: 90 Degree Outside.
Size: 1-3/4 inch by 1-3/4 inch (44.45 mm by 44.45 mm).
Length: 10 feet (3048 mm).
Large Rigid Corner Bead for Archway
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Rigid Jumbo Low-Profile Archway" see https://www.trim-tex.com/products/overview/corner-beads/standard-corner-beads/rigid-jumbo-low-profile-archway/.
Basis of Design Product: Rigid Jumbo Low-Profile Archway, by Trim-Tex Inc.
Angle: 90 Degree Outside.
Size: 1-3/4 inch by 1-3/4 inch (44.45 mm by 44.45 mm).
Length: 10 feet (3048 mm).
Archway Radius: From 16 inches (406 mm) inside to 24 inches (610 mm) outside.
Large Rigid Corner Bead Closed Angle
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Rigid Jumbo Low Profile Closed Angle" see https://www.trim-tex.com/products/overview/corner-beads/standard-corner-beads/rigid-jumbo-low-profile-archway/.
Basis of Design Product: Rigid Jumbo Low Profile Closed Angle, by Trim-Tex Inc.
Angle: 81 Degree Outside.
Size: 1-3/4 inch by 1-3/4 inch (44.45 mm by 44.45 mm).
Length: 10 feet (3048 mm).
Corner Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Corner Bead" see https://www.trim-tex.com/products/overview/corner-beads/standard-corner-beads/corner-bead-archway/#0.
Basis of Design Product: Corner Bead, by Trim-Tex Inc.
Angle: 90 Degree Outside.
Size: 1-1/4 inch by 1-1/4 inch (31.75 mm by 31.75 mm).
Length: 6 feet 9 inches (2057 mm)
[Specifier Notes] – Retain one of the four following subparagraphs.
Length: 8 feet (2438 mm).
Length: 9 feet (2743 mm).
Length: 10 feet (3048 mm).
Length: 12 feet (3658 mm).
Corner Bead for Archway
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Archway Corner Bead" see https://www.trim-tex.com/products/overview/corner-beads/standard-corner-beads/corner-bead-archway/#0.
Basis of Design Product: Archway Corner Bead, by Trim-Tex Inc.
Angle: 90 Degree Outside.
Size: 1-1/4 inch by 1-1/4 inch (31.75 mm by 31.75 mm). 
Length: 10 feet (3048 mm).
Archway Radius: From 10 inches (254 mm) inside to 22 inches (559 mm) outside.
Corner Bead Closed Angle
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Closed Angle Corner Bead" see https://www.trim-tex.com/products/closed-angle-corner-bead.
Basis of Design Product: Closed Angle Corner Bead, by Trim-Tex Inc.
Angle: 81 Degree Outside.
Size: 1-1/4 inch by 1-1/4 inch (31.75 mm by 31.75 mm)
[Specifier Notes] – Retain one of the three following subparagraphs.
Length: 8 feet (2438 mm)
Length: 9 feet (2743 mm)
Length: 10 feet (3048 mm)
Large Corner Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Jumbo Corner Bead" see https://www.trim-tex.com/products/overview/corner-beads/standard-corner-beads/jumbo-corner-bead-archway/.
Basis of Design Product: Jumbo Corner Bead, by Trim-Tex Inc.
Angle: 90 Degree Outside.
Size: 1-3/4 inch by 1-3/4 inch (44.45 mm by 44.45 mm).
[Specifier Notes] – Retain one of the three following subparagraphs.
Length: 8 feet (2438 mm).
Length: 9 feet (2743 mm).
Length: 10 feet (3048 mm).
Large Corner Bead for Archway
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Jumbo Archway Bead" see https://www.trim-tex.com/products/overview/corner-beads/standard-corner-beads/jumbo-corner-bead-archway/.
Basis of Design Product: Jumbo Archway Bead, by Trim-Tex Inc.
Angle: 90 Degree Outside.
Size: 1-3/4 inch by 1-3/4 inch (44.45 mm by 44.45 mm).
Length: 10 feet (3048 mm).
Archway Radius: From 12 inches (305 mm) inside to 26 inches (660 mm) outside.
Rigid Adjustable Corner Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Rigid Splayed Adjustable Corner Bead" see https://www.trim-tex.com/products/overview/corner-beads/standard-corner-beads/rigid-splayed-adjustable-corner-bead/.
Basis of Design Product: Rigid Splayed Adjustable Corner Bead, by Trim-Tex Inc.
Angle: 115 to 155 Degree Outside.
Size: 1-3/8 inch by 1-3/8 inch (34.925 mm by 34.925 mm).
Length: 10 feet (3048 mm).
Adjustable Corner Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Splayed Corner Bead" see https://www.trim-tex.com/products/overview/corner-beads/standard-corner-beads/splayed-corner-bead/.
Basis of Design Product: Splayed Corner Bead, by Trim-Tex Inc.
Angle: 120 to 140 Degree Outside.
Size: 1-1/4 inch by 1-1/4 inch (31.75 mm by 31.75 mm).
Length: 10 feet (3048 mm).
Large Adjustable Corner Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Jumbo Splayed Corner Bead" see https://www.trim-tex.com/products/overview/corner-beads/standard-corner-beads/jumbo-splayed-corner-bead-double-archway/.
Basis of Design Product: Jumbo Splayed Corner Bead, by Trim-Tex Inc.
Angle: 120 to 140 Degree Outside.
Size: 1-3/4 inch by 1-3/4 inch (44.45 mm by 44.45 mm).
Length: 10 feet (3048 mm).
Adjustable Inside Corner Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Adjustable Inside Corner Bead" see https://www.trim-tex.com/products/overview/corner-beads/standard-corner-beads/splayed-corner-bead/.
Basis of Design Product: Adjustable Inside Corner Bead, by Trim-Tex Inc.
Angle: 70 to 150 Degree Inside.
Size: 1 inch by 1 inch (25.4 mm by 25.4 mm).
[Specifier Notes] – Retain one of the three following subparagraphs.
Length: 8 feet (2438 mm).
Length: 9 feet (2743 mm).
Length: 10 feet (3048 mm).
Expansion Corner Bead.
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Magic Corner Expansion Bead" see https://www.trim-tex.com/products/overview/corner-beads/standard-corner-beads/splayed-corner-bead/.
Basis of Design Product: Magic Corner Expansion Bead, by Trim-Tex Inc.
Size: 1 inch by 1 inch (25.4 mm by 25.4 mm).
[Specifier Notes] – Retain one of the three following subparagraphs.
Length: 10 feet (3048 mm).
Length: 8 feet (2438 mm).
Length: 200 feet (60960 mm).
Paper corner beads and accessories for gypsum board
Medium Fast Edge Paper.
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Medium Fast Edge Paper" see https://www.trim-tex.com/products/medium-fast-edge-paper.
Basis of Design Product: Medium Fast Edge Paper, by Trim-Tex Inc.
Angle: 90 Degree Outside.
Size: 1-5/8 inch by 1-5/8 inch (41.3 mm by 41.3 mm).
[Specifier Notes] – Retain one of the four following subparagraphs.
Length: 8 feet (2438 mm).
Length: 9 feet (2743 mm).
Length: 10 feet (3048 mm).
Length: 12 feet (3657.6 mm).
Large Fast Edge Paper.
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Large Fast Edge Paper" see https://www.trim-tex.com/products/fast-edge-paper.
Basis of Design Product: Large Fast Edge Paper, by Trim-Tex Inc.
Angle: 90 Degree Outside.
Size: 1-7/8 inch by 1-7/8 inch (47.6 mm by 47.6 mm).
[Specifier Notes] – Retain one of the four following subparagraphs.
Length: 8 feet (2438 mm).
Length: 9 feet (2743 mm).
Length: 10 feet (3048 mm).
Length: 12 feet (3657.6 mm).
Fast Edge Rolls.
Basis of Design Product: Fast Edge Rolls, by Trim-Tex Inc.
[Specifier Notes] – Retain one of the four following subparagraphs.
Size: 1-3/8 inch by 1-3/8 inch (34.9 mm by 34.9 mm).
Size: 1-5/8 inch by 1-5/8 inch (41.3 mm by 41.3 mm).
Size: 1-7/8 inch by 1-7/8 inch (47.6 mm by 47.6 mm).
Size: 2-1/4 inch by 2-1/4 inch (57.15 mm by 57.15 mm).
Length: 100 feet (30480 mm).
CHAMFER BEADS
 Medium Chamfer Beads
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "350 Chamfer " see https://www.trim-tex.com/products/overview/corner-beads/chamfer-bead/350-chamfer-archway/.
Basis of Design Product:  Medium Chamfer, by Trim-Tex Inc.
Angle: 90 Degree Outside.
Size: 1 inch by 1 inch (25.4 mm by 25.4 mm).
Chamfer Size: 0.75 inch (19.1 mm).
[Specifier Notes] – Retain one of the three following subparagraphs.
Length: 8 feet (2438 mm).
Length: 9 feet (2743 mm).
Length: 10 feet (3048 mm).
Medium Chamfer Bead for Archway
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "350 Chamfer Arch" see https://www.trim-tex.com/products/overview/corner-beads/chamfer-bead/350-chamfer-archway/.
Basis of Design Product:  Medium Chamfer Arch, by Trim-Tex Inc.
Angle: 90 Degree Outside.
Size: 1 inch by 1 inch (25.4 mm by 25.4 mm).
Length: 10 feet (3048 mm).
Archway Radius: From 14 inches (356 mm) inside to 24 inches (610 mm) outside.
Medium Adjustable Chamfer Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "350 Chamfer Splayed" see https://www.trim-tex.com/products/overview/corner-beads/chamfer-bead/350-chamfer-archway/.
Basis of Design Product:  Medium Chamfer Splayed, by Trim-Tex Inc.
Angle: 135 Degree Outside.
Size: 1 inch by 1 inch (25.4 mm by 25.4 mm).
Length: 10 feet (3048 mm).
Large Chamfer Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Chamfer Bead" see https://www.trim-tex.com/products/overview/corner-beads/chamfer-bead/350-chamfer-archway/.
Basis of Design Product: Large Chamfer Bead, by Trim-Tex Inc.
Angle: 90 Degree Outside.
Size: 0.875 inch by 0.875 inch (22.2 mm by 22.2 mm).
Chamfer Size: 1.125 inch (28.6 mm).
[Specifier Notes] – Retain one of the three following subparagraphs.
Length: 8 feet (2438 mm).
Length: 9 feet (2743 mm).
Length: 10 feet (3048 mm).
Large Chamfer Bead for Archway
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Archway Chamfer" see https://www.trim-tex.com/products/overview/corner-beads/chamfer-bead/350-chamfer-archway/.
Basis of Design Product: Large Archway Chamfer, by Trim-Tex Inc.
Angle: 90 Degree Outside.
Size: 0.875 inch by 0.875 inch (22.2 mm by 22.2 mm).
Chamfer Size: 1.125 inch (28.6 mm).
Length: 10 feet (3048 mm).
Archway Radius: From 18 inches (457 mm) inside to 24 inches (610 mm) outside.
Large Adjustable Chamfer Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Splayed Chamfer" see https://www.trim-tex.com/products/overview/corner-beads/chamfer-bead/350-chamfer-archway/.
Basis of Design Product: Large Splayed Chamfer, by Trim-Tex Inc.
Angle: 135 Degree Outside.
Size: 0.875 inch by 0.875 inch (22.2 mm by 22.2 mm).
Chamfer Size: 1.125 inch (28.6 mm).
Length: 10 feet (3048 mm).
BULLNOSE BEADS
Small Bullnose Corner Bead
Basis of Design Product: Small Bullnose Corner Bead, by Trim-Tex Inc.
Angle: 90 Degree Outside.
Size: 1.125 inch by 1.125 inch (28.6 mm by 28.6 mm).
Bullnose Radius: 0.1875 inch (4.8 mm).
Length: 10 feet (3048 mm).

Medium Bullnose Corner Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "350 Bullnose Corner" see https://www.trim-tex.com/products/overview/corner-beads/bullnose/350-bull-corner-bead-archway/.
Basis of Design Product:  Medium Bullnose Corner, by Trim-Tex Inc.
Angle: 90 Degree Outside.
Size: 1 inch by 1 inch (25.4 mm by 25.4 mm).
Bullnose Radius: 0.375 inch (9.5 mm).
[Specifier Notes] – Retain one of the three following subparagraphs.
Length: 8 feet (2438 mm).
Length: 9 feet (2743 mm).
Length: 10 feet (3048 mm).
Medium Bullnose Corner Bead for Archway
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "350 Bullnose Arch" see https://www.trim-tex.com/products/overview/corner-beads/bullnose/350-bull-corner-bead-archway/.
Basis of Design Product:  Medium Bullnose Arch, by Trim-Tex Inc.
Angle: 90 Degree Outside.
Size: 1 inch by 1 inch (25.4 mm by 25.4 mm).
Bullnose Radius: 0.375 inch (9.5 mm).
Length: 10 feet (3048 mm).
Medium Adjustable Bullnose Corner Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "350 Bullnose Splayed " see https://www.trim-tex.com/products/overview/corner-beads/bullnose/350-bull-splayed-corner-bead/#0.
Basis of Design Product:  Medium Bullnose Splayed, by Trim-Tex Inc.
Size: 1 inch by 1 inch (25.4 mm by 25.4 mm).
Bullnose Radius: 0.375 inch (9.5 mm).
Length: 10 feet (3048 mm).
Medium Bullnose Kerfed Bead
Basis of Design Product: Medium Bullnose Kerfed Bead
Angle: 90 Degree Outside
Size: 1.0625 inch (27 mm)
Bullnose Radius: 0.375 in (9.5 mm)
Length: 10 feet (3048 mm)
Large Bullnose Corner Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "¾" Bullnose Corner" see https://www.trim-tex.com/products/overview/corner-beads/bullnose/r-bullnose-corner-bead-archway/.
Basis of Design Product: ¾" Large Bullnose Corner, by Trim-Tex Inc.
Angle: 90 Degree Outside.
Size: 0.875 inch by 0.875 inch (22.2 mm by 22.2 mm).
Bullnose Radius: 0.75 inch (19.1 mm).
[Specifier Notes] – Retain one of the four following subparagraphs.
Length: 8 feet (2438 mm).
Length: 9 feet (2743 mm).
Length: 10 feet (3048 mm).
Length: 12 feet (3658 mm).
Large Bullnose Corner Bead for Archway
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "¾" Bullnose Archway" see https://www.trim-tex.com/products/overview/corner-beads/bullnose/r-bullnose-corner-bead-archway/.
Basis of Design Product: ¾" Large Bullnose Archway, by Trim-Tex Inc.
Angle: 90 Degree Outside.
Size: 0.875 inch by 0.875 inch (22.2 mm by 22.2 mm).
Bullnose Radius: 0.75 inch (19.1 mm).
Length: 10 feet (3048 mm).
Archway Radius: From 15 inches (381 mm) inside to 20 inches (508 mm) outside.
Large Adjustable Bullnose Corner Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "¾" Bullnose Splayed" see https://www.trim-tex.com/products/overview/corner-beads/bullnose/r-bullnose-splayed-corner-bead/
Basis of Design Product: ¾" Large Bullnose Splayed, by Trim-Tex Inc.
Angle: 135 Degree Outside.
Size: 0.75 inch by 0.75 inch (19.1 mm by 19.1 mm).
Bullnose Radius: 0.75 inch (19.1 mm).
Length: 10 feet (3048 mm).
Large Bullnose Kerfed Bead 
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "¾" Bullnose Kerfed" see https://www.trim-tex.com/products/overview/corner-beads/bullnose/r-bullnose-kerfed-bead-archway/
Basis of Design Product: ¾" Large Bullnose Kerfed, by Trim-Tex Inc.
Angle:  90 Degree Outside.
Size: 0.875 inch  (22.2 mm).
Bullnose Radius: 0.75 inch (19.1 mm).
[Specifier Notes] – Retain one of the two following subparagraphs.
Length: 10 feet (3048 mm).
Length: 8 feet (2438 mm).
Bullnose Inside Corner Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Jumbo Bullnose Inside Corner Bead" see https://www.trim-tex.com/products/1-%C2%BD-bullnose-inside-corner-bead .
Basis of Design Product:  Jumbo Bullnose Inside Corner Bead, by Trim-Tex Inc.
Angle: 90 Degree Outside.
Size: 0.875 inch by 0.875 inch (22.2 mm by 22.2 mm).
Bullnose Radius: 1.5 inch (38.1 mm).
Length: 10 feet (3048 mm).
DECORATIVE BEADS
Mud Set Rigid Corner Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "MS Rigid" see https://www.trim-tex.com/products/overview/corner-beads/decorative-corners/reveal-corner-bead/.
Basis of Design Product: MS Rigid, by Trim-Tex Inc.
Angle: 90 Degree Outside.
Size: 1.375 inch by 1.375 inch (34.9 mm by 34.9 mm).
[Specifier Notes] – Retain one of the three following subparagraphs.
Length: 8 feet (2438 mm).
Length: 9 feet (2743 mm).
Length: 10 feet (3048 mm).
Large Mud Set Corner Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "MS Rigid Jumbo" see https://www.trim-tex.com/products/overview/corner-beads/mud-set-beads/mud-set-rigid-jumbo-low-profile-corner-bead/.
Basis of Design Product: MS Rigid Jumbo, by Trim-Tex Inc.
Angle: 90 Degree Outside.
Size: 1.75 inch by 1.75 inch (44.5 mm by 44.5 mm).
Length: 10 feet (3048 mm).
Mud Set Bullnose Corner Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "MS 350 Bull " see https://www.trim-tex.com/products/overview/corner-beads/mud-set-beads/mud-set-350-bull-corner-bead/.
Basis of Design Product: Medium MS  Bull, by Trim-Tex Inc.
Angle: 90 Degree Outside.
Size: 1 inch by 1 inch (25.4 mm by 25.4 mm).
Bullnose Radius: 0.375 inch (9.5 mm).
Length: 10 feet (3048 mm).
Bullnose Radius: 0.375 inch (9.5 mm).
Setback Size: 0.125 inch (3.2 mm).
Deflection Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Deflection Bead" see https://www.trim-tex.com/products/overview/commercial-beads/deflection-beads/wall-mounted-deflection-bead/.
Basis of Design Product: Deflection Bead, by Trim-Tex Inc.
Size: 1 inch (25.4 mm).
Length: 10 feet (3048 mm).
Deflection: 0.4375 inch (11.1 mm).
Flat Deflection Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Flat Deflection Bead" see https://www.trim-tex.com/products/overview/commercial-beads/deflection-beads/flat-deflection-bead/.
Basis of Design Product: Flat Deflection Bead, by Trim-Tex Inc.
Size: 1 inch (25.4 mm).
Length: 10 feet (3048 mm).
Deflection: 0.5 inch (12.7 mm).
COMMERCIAL SHADOW AND REVEAL BEADS
Reveal Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Architectural Reveal Bead" see https://www.trim-tex.com/products/overview/commercial-beads/shadow-reveal-beads/architectural-reveal-bead/.
Basis of Design Product: Architectural Reveal Bead, by Trim-Tex Inc.
Tab Size: 1.125 inch (28.6 mm).
Length: 10 feet (3048 mm).
[Specifier Notes] – Retain one of the four following subparagraphs.
Reveal Size: 0.25 inch by 0.25 inch (76 mm by 76 mm).
Reveal Size: 0.375 inch by 0.375 inch (114 mm by 99 mm).
Reveal Size: 0.5 inch by 0.5 inch (152 mm by 152 mm).
Reveal Size: 0.5 inch by 1 inch (152 mm by 305 mm).
Reveal Size: 0.625 inch by 0.625 inch (191 mm by 191 mm).
Deflection: 0.125 inch (3.2 mm).
Shadow Z Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Architectural Z Shadow Bead" see https://www.trim-tex.com/products/overview/commercial-beads/shadow-reveal-beads/architectural-z-shadow-bead/.
Basis of Design Product: Architectural Z Shadow Bead, by Trim-Tex Inc.
Tab Size: 1.125 inch (28.6 mm).
Length: 10 feet (3048 mm).
[Specifier Notes] – Retain one of the six following subparagraphs.
Reveal Size: 0.5 inch by 0.25 inch (12.7 mm by 6.4 mm).
Reveal Size: 0.5 inch by 0.5 inch (12.7 mm by 12.7 mm).
Reveal Size: 0.5 inch by 0.75 inch (12.7 mm by 19.1 mm).
Reveal Size: 0.625 inch by 0.5 inch (15.9 mm by 12.7 mm).
Reveal Size: 0.625 inch by 0.625 inch (15.9 mm by 15.9 mm).
Reveal Size: 0.625 inch by 0.75 inch (15.9 mm by 19.1 mm).
F Reveal Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Architectural F Reveal Bead" see https://www.trim-tex.com/products/overview/commercial-beads/shadow-reveal-beads/architectural-f-reveal-bead/.
Basis of Design Product: Architectural F Reveal Bead, by Trim-Tex Inc.
Tab Size: 1.125 inch (28.6 mm).
Length: 10 feet (3048 mm).
[Specifier Notes] – Retain one of the three following subparagraphs.
Reveal Size: 0.375 inch by 0.375 inch (9.5 mm by 9.5 mm).
Reveal Size: 0.5 inch by 0.5 inch (12.7 mm by 12.7 mm).
Reveal Size: 0.625 inch by 0.625 inch (15.9 mm by 15.9 mm).
Shadow Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "https://www.trim-tex.com/products/overview/commercial-beads/shadow-reveal-beads/tear-away-shadow-bead-archway-flexible-leg/" see Architectural F Reveal Bead.
Basis of Design Product: Tear Away Shadow Bead, by Trim-Tex Inc.
 [Specifier Notes] – Retain one of the two following subparagraphs.
Reveal Size: 0.375 inch by 0.375 inch (9.5 mm by 9.5 mm).
Reveal Size: 0.5 inch by 0.5 inch (12.7 mm by 12.7 mm).
Shadow Bead for Archway
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Tear Away Shadow Bead for Archway" see https://www.trim-tex.com/products/overview/commercial-beads/shadow-reveal-beads/tear-away-shadow-bead-archway-flexible-leg/.
Basis of Design Product: Tear Away Shadow Bead for Archway, by Trim-Tex Inc.
Tab Size: 1.125 inch (28.6 mm).
Archway Radius: From 48 inches (1219.2 mm) inside to 24 inches (609.6 mm) outside.
Length: 10 feet (3048 mm).
[Specifier Notes] – Retain one of the two following subparagraphs.
Reveal Size: 0.375 inch by 0.375 inch (9.5 mm by 9.5 mm).
Reveal Size: 0.5 inch by 0.5 inch (12.7 mm by 12.7 mm).
Archway Radius: From 48 inches (1219.2 mm) inside to 24 inches (609.6 mm) outside.
COMMERCIAL EXPANSION BEADS
Low Profile Expansion Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Hideaway Expansion Bead" see https://www.trim-tex.com/products/overview/commercial-beads/expansion-beads/hideaway-expansion/.
Basis of Design Product: Hideaway Expansion Bead, by Trim-Tex Inc.
Tab Size: 1 inch (25.4 mm).
Length: 10 feet (3048 mm).
Expansion: 0.375 inch (9.5 mm).
Deep Profile Expansion Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "093V Expansion Bead" see https://www.trim-tex.com/products/overview/commercial-beads/expansion-beads/093v-expansion/.
Basis of Design Product: 093V Expansion Bead, by Trim-Tex Inc.
Tab Size: 0.875 inch (22.2 mm).
Length: 10 feet (3048 mm).
Expansion: 0.375 inch (9.5 mm).
COMMERCIAL J AND L BEADS
J Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "J Bead" see https://www.trim-tex.com/products/overview/commercial-beads/shadow-reveal-beads/architectural-reveal-bead/.
Basis of Design Product: J Bead, by Trim-Tex Inc.
[Specifier Notes] – Retain one of the five following subparagraphs.
Size: 0.5 inch by 0.375 inch (12.7 mm by 9.5 mm).
Size: 0.5 inch by 0.5 inch (12.7 mm by 12.7 mm).
Size: 0.5 inch by 0.625 inch (12.7 mm by 15.9 mm).
[Specifier Notes] – Retain one of the two following subparagraphs. Not all sizes available in all lengths.
Length: 10 feet (3048 mm).
Length: 8 feet (2438 mm).
Shadow J Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Shadow J Bead" see https://www.trim-tex.com/products/overview/commercial-beads/j-l-beads/shadow-line-j-bead/.
Basis of Design Product: Shadow J Bead, by Trim-Tex Inc.
[Specifier Notes] – Retain one of the two following subparagraphs. Not all sizes available in all lengths.
Size: 0.5 inch by 0.5 inch (12.7 mm by 12.7 mm).
Size: 0.5 inch by 0.625 inch (12.7 mm by 15.9 mm).
[Specifier Notes] – Retain one of the two following subparagraphs. Not all sizes available in all lengths.
Length: 8 feet (2438 mm).
Length: 10 feet (3048 mm).
Mud-On J Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Mud-On J Bead" see https://www.trim-tex.com/products/overview/commercial-beads/j-l-beads/mud-j-bead/.
Basis of Design Product: Mud-On J Bead, by Trim-Tex Inc.
[Specifier Notes] – Retain one of the two following subparagraphs. Not all sizes available in all lengths.
Size: 0.375 inch by 0.5 inch (9.5 mm by 12.7 mm).
Size: 0.375 inch by 0.625 inch (9.5 mm by 15.9 mm).
Length: 10 feet (3048 mm).
Tab Size: 1.125 inch (28.6 mm).
L Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Architectural L Bead" see https://www.trim-tex.com/products/overview/commercial-beads/j-l-beads/architectural-l-bead-archway/.
Basis of Design Product: Architectural L Bead, by Trim-Tex Inc.
[Specifier Notes] – Retain one of the six following subparagraphs. Not all sizes available in all lengths.
Size: 0.375 inch (9.5 mm).
Size: 0.5 inch (12.7 mm).
Size: 0.625 inch (15.9 mm).
Size: 0.75 inch (19.1 mm).
Size: 1 inch (25.4 mm).
Size: 1.25 inch (31.8 mm).
Size: 1.5 inch (38.1 mm).
Length: 10 feet (3048 mm).
Tab Size: 1.125 inch (28.6 mm).
L Bead for Archway
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Architectural L Bead for Archway" see https://www.trim-tex.com/products/overview/commercial-beads/j-l-beads/architectural-l-bead-archway/.
Basis of Design Product: Architectural L Bead for Archway, by Trim-Tex Inc.
[Specifier Notes] – Retain one of the three following subparagraphs.
Size: 0.375 inch (9.5 mm).
Size: 0.5 inch (12.7 mm).
Size: 0.625 inch (15.9 mm).
Archway Radius: From 8 inches (203.2 mm) inside to 8 inches (203.2 mm) outside.
Length: 10 feet (3048 mm).
Tab Size: 1.125 inch (28.6 mm).
Large L Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Oversized L Bead" see https://www.trim-tex.com/products/overview/commercial-beads/j-l-beads/oversized-l-beads/.
Basis of Design Product: Oversized L Bead, by Trim-Tex Inc.
Size: 2-11/16 or 2-1/8 inch (68.3 or 54 mm).
Length: 10 feet (3048 mm).
Tab Size: 1.375 inch (34.9 mm).
Very Large L Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Super L Bead" see https://www.trim-tex.com/products/overview/commercial-beads/j-l-beads/super-l-bead-archway/#2.
Basis of Design Product: Super L Bead, by Trim-Tex Inc.
[Specifier Notes] – Retain one of the four following subparagraphs. Super L Bead is perforated at the following intervals.
Size: 3.125 inch (79.4 mm).
Size: 2.625 inch (66.7 mm).
Size: 2.125 inch (54 mm).
Size: 1.625 inch (41.3 mm).
Length: 10 feet (3048 mm).
Tab Size: 1.375 inch (34.9 mm).
Very Large L Bead for Archway
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Super L Bead for Archway" see https://www.trim-tex.com/products/overview/commercial-beads/j-l-beads/super-l-bead-archway/#2.
Basis of Design Product: Super L Bead for Archway, by Trim-Tex Inc.
[Specifier Notes] – Retain one of the four following subparagraphs. Super L Bead is perforated at the following intervals.
Size: 3.125 inch (79.4 mm).
Size: 2.625 inch (66.7 mm).
Size: 2.125 inch (54 mm).
Size: 1.625 inch (41.3 mm).
Length: 10 feet (3048 mm).
Tab Size: 1.375 inch (34.9 mm).
Extra Large L Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Giant L Bead" see https://www.trim-tex.com/products/overview/commercial-beads/j-l-beads/giant-l-bead-archway/.
Basis of Design Product: Giant L Bead, by Trim-Tex Inc.
[Specifier Notes] – Retain one of the four following subparagraphs. Giant L Bead is perforated at the following intervals.
Size: 5.625 inch (142.9 mm).
Size: 4.8125 inch (122.2 mm).
Size: 4.3125 inch (109.5 mm).
Size: 3.8125 inch (96.8 mm).
Length: 10 feet (3048 mm).
Tab Size: 1.375 inch (34.9 mm).
Extra Large L Bead for Archway
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Giant L Bead for Archway" see https://www.trim-tex.com/products/overview/commercial-beads/j-l-beads/giant-l-bead-archway/.
Basis of Design Product: Giant L Bead for Archway, by Trim-Tex Inc.
[Specifier Notes] – Retain one of the four following subparagraphs. Giant L Bead is perforated at the following intervals.
Size: 5.625 inch (142.9 mm).
Size: 4.8125 inch (122.2 mm).
Size: 4.3125 inch (109.5 mm).
Size: 3.8125 inch (96.8 mm).
Length: 10 feet (3048 mm).
Tab Size: 1.375 inch (34.9 mm).
COMMERCIAL TEAR AWAY BEADS
Tear Away Beads
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Tear Away L Bead" see https://www.trim-tex.com/products/overview/commercial-beads/tear-away-beads/tear-away-l-bead/.
Basis of Design Product: Tear Away L Bead, by Trim-Tex Inc.
[Specifier Notes] – Retain one of the four following subparagraphs.
Size: 0.25 inch (6.4 mm).
Size: 0.375 inch (9.5 mm).
Size: 0.5 inch (12.7 mm).
Size: 0.625 inch (15.9 mm).
[Specifier Notes] – Retain one of the three following subparagraphs.
Length: 8 feet (2438 mm).
Length: 10 feet (3048 mm).
Tab Size: 1.125 inch (28.6 mm).
Flat Tear Away
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Flat Tear Away" see https://www.trim-tex.com/products/overview/commercial-beads/tear-away-beads/flat-tear-away.
Basis of Design Product: Flat Tear Away, by Trim-Tex Inc.
Length: 10 feet (3048 mm).
Tab Size: 1.125 inch (28.6 mm).
Removable Strip L Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Pullaway L Bead" see https://www.trim-tex.com/products/overview/commercial-beads/tear-away-beads/pullaway-l-bead/.
Basis of Design Product: Pullaway L Bead, by Trim-Tex Inc.
Size: 0.5 inch (12.7 mm).
Length: 10 feet (3048 mm).
Tab Size: 1.125 inch (28.6 mm).
Long Mud Leg Tear Away Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Shower Bead" see https://www.trim-tex.com/products/overview/commercial-beads/tear-away-beads/shower-bead.
Basis of Design Product: Shower Bead, by Trim-Tex Inc.
[Specifier Notes] – Retain one of the two following subparagraphs.
Size: 0.5 inch (12.7 mm).
Size: 0.625 inch (15.9 mm).
Length: 8 feet (2438 mm).
Tab Size: 2.25 inch (57.2 mm).
Gasketed Tear Away Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Super Seal Tear Away L Bead" see https://www.trim-tex.com/products/overview/commercial-beads/tear-away-beads/super-seal-tear-away-l-bead/.
Basis of Design Product: Super Seal Tear Away L Bead, by Trim-Tex Inc.
Size: 0.325 inch (8.3 mm).
Length: 10 feet (3048 mm).
Tab Size: 1.125 inch (28.6 mm).
ACOUSTICIAL AND CEILING COMMERICAL BEADS
Flexible Wall to Ceiling Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Flex Grid Angle" see https://www.trim-tex.com/products/overview/commercial-beads/acoustical-ceiling-beads/flex-grid-angle/.
Basis of Design Product: Flex Grid Angle, by Trim-Tex Inc.
Size: 0.875 inch (22.2 mm).
Radius: From 5.5 inches (139.7 mm) inside to 60 inches (1524 mm) outside.
Length: 8 feet (2438 mm).
Tab Size: 1.125 inch (28.6 mm).
Small Flexible Wall to Ceiling Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Flex Grid Angle" see https://www.trim-tex.com/products/overview/commercial-beads/acoustical-ceiling-beads/flex-grid-angle/.
 [Specifier Notes] – Retain one of the two following subparagraphs.
0. Basis of Design Product: Flex Grid Angle, by Trim-Tex Inc.
Size: 0.5625 inch (14.3 mm).
Radius: From 5.5 inches (139.7 mm) inside to 18 inches (457.2 mm) outside.
Length: 8 feet (2438 mm).
Tab Size: 1.125 inch (28.6 mm).
Wall to Ceiling Bead
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Mud-On Ceiling Bead" see https://www.trim-tex.com/products/overview/commercial-beads/acoustical-ceiling-beads/flex-grid-angle/.
Basis of Design Product: Mud-On Ceiling Bead, by Trim-Tex Inc.
[Specifier Notes] – Retain one of the three following subparagraphs.
Size: 0.875 inch (22.2 mm).
Size: 0.875 inch (22.2 mm).
Size: 0.5625 inch (14.3 mm).
[Specifier Notes] – Retain one of the two following subparagraphs.
Length: 10 feet (3048 mm).
Length: 12 feet (3657.6 mm)
Tab Size: 1.125 inch (28.6 mm).
WALL END CAP COMMERCIAL BEADS
Wall End Cap
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Fast Cap" see https://www.trim-tex.com/products/overview/commercial-beads/fast-cap-beads/fast-cap-archway/.
Basis of Design Product: Fast Cap, by Trim-Tex Inc.
[Specifier Notes] – Retain one of the two following subparagraphs.
Size: 4.625 inch (117.5 mm).
Size: 4.875 inch (123.8 mm).
Length: 10 feet (3048 mm).
Tab Size: 1.375 inch (34.9 mm).
Small Wall End Cap
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Fast Cap for 2-1/2" Metal Studs" see https://www.trim-tex.com/products/overview/commercial-beads/fast-cap-beads/fast-cap-archway/.
Basis of Design Product: Fast Cap for 2-1/2" Metal Studs, by Trim-Tex Inc.
[Specifier Notes] – Retain one of the two following subparagraphs.
Size: 3.75 inch (95.3 mm).
Size: 3.5 inch (88.9 mm).
Length: 10 feet (3048 mm).
Tab Size: 1.375 inch (34.9 mm).
gypsum board backers
Truss Backing Angle
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex "Truss Backing Angle" see https://www.trim-tex.com/products/truss-backing-angle.
Basis of Design Product: Truss Backing Angle, by Trim-Tex Inc.
Angle: 90 Degrees.
Size: 1-1/2 inch by 1-3/8 inch (31.75 mm by 34.9 mm) 
Length: 10 feet (3048 mm)
Buttboard
[Specifier Notes] – Retain the following Paragraph if the specification is meant to be proprietary to Trim-Tex products. Delete if a performance-based specification is required.
[Specifier Notes] – For Trim-Tex " Buttboard Drywall Backer" see https://www.trim-tex.com/products/buttboard-drywall-backer.
Basis of Design Product: Buttboard Drywall Backer, by Trim-Tex Inc.
Size: 5.825 inch (148 mm)
[Specifier Notes] – Retain one of the two following subparagraphs.
Length: 4 feet (1219.2 mm)
Length: 4 feet 6 inch (1371.6 mm)
EXECUTION
EXAMINATION
Examine substrates for compliance with requirements for installation tolerances and other conditions affecting performance of gypsum board corner protection and related accessories.
Proceed with installation only after unsatisfactory conditions have been corrected. 
Commencement of installation constitutes acceptance of conditions.
PREPARATION
Clean substrates and surfaces prior to installation.
Prepare surfaces as recommended by the manufacturer for achieving optimal results.
INSTALLATION
Install in accordance with manufacturer’s current installation instructions and industry recognized best practices.
Install in accordance with all code bodies having jurisdiction.
Do not install damaged products.
CLEANING AND PROTECTION
Clean and remove all stains, grime, or other soils using soap and water. Only use detergents approved by the manufacturer for use on the finishes specified. Do not use acid solutions, steel wool, and other harsh abrasives.
Damaged products must be repaired or replaced prior to substantial completion.
Protect installed products until completion of work specified in this section.
End of Section
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